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CHAMBER

MODEL 960 SINGULAIR® SYSTEM

CAST-IN-PLACE AERATION
CHAMBER TRANSFER PORT

_SECTION A-A_

PUMP TANK

NOTE: WHEN EFFLUENT DISINFECTION IS
REQUIRED PRIOR TO SUBSURFACE
APPLICATION, CHLORINE SHOULD NOT
BE USED FOR DRIP IRRIGATION

PURPOSES.

NOTE: CHECK LOCAL REGULATIONS
FOR ACCEPTABLE SURFACE
APPLICATION AREAS.

NOTE: CRITICAL DIMENSIONS ARE
INTENTIONALLY LEFT BLANK TO
BE FILLED IN PER INDIVIDUAL
JOB SITE SPECIFICATIONS.

NOTE: TYPICAL PUMP TANK SHOWN.
ACTUAL CONFIGURATION MAY
VARY.

DRIP IRRIGATION SYSTEM

NOTE: AEROBIC OR OTHER APPROVED UPSTREAM
TREATMENT SYSTEM REQUIRED FOR DRIP
IRRIGATION APPLICATIONS. CHECK LOCAL
REGULATIONS FOR SYSTEM REQUIREMENTS.
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GENERAL NOTES:
@ FALL THROUGH SINGULAIR® PLANT FROM

INLET INVERT TO OUTLET INVERT IS FOUR
INCHES. INLET INVERT IS TWELVE INCHES
BELOW TANK TOP.

ON DEEPER INSTALLATIONS, PRECAST
RISERS MUST BE USED TO EXTEND
AERATOR MOUNTING CASTING AND
BIO-KINETIC® SYSTEM MOUNTING CASTING
TO GRADE. INSPECTION COVER ON
PRETREATMENT CHAMBER MUST BE
DEVELOPED TO WITHIN TWELVE INCHES OF
GRADE.

REMOVABLE COVERS ON RISERS WEIGH
IN EXCESS OF SEVENTY-FIVE POUNDS
EACH TO PREVENT UNAUTHORIZED
ACCESS.

CONTACT THE LOCAL, LICENSED
SINGULAIR @ DISTRIBUTOR FOR
ELECTRICAL REQUIREMENTS.

CHECK LOCAL REGULATIONS GOVERNING
DETAILS OF EFFLUENT REUSE FOR DRIP
IRRIGATION SUCH AS EFFLUENT QUALITY,
SURFACE AREA, PIPING ARRANGEMENT,
OPERATING TIMES, ETC.
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